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LOCKOUT / TAGOUT 

PROCESS REVIEW SHEET

Reference (s):  OPNAVINST 5100.23F, CH. 24; OPNAVINST 5100.19D, CH. B11;  NA A1-NAOSH-SAF-000/P-5100-1; 29 CFR 1910.147

Command: ____________  Survey Team Member: ____________________________ Date: _________    


Type Equipment:_____________________________________  Method Used:           Lockout 

Tagout

A/C Side # (if applicable):______________  Work Center:_______  Supervisor:_________________________

	1
	Does the command have a Lockout/Tagout program?
	YES
	NO
	NOB
	N/A

	2
	Is there an NAMSOP or LCP established and does it adequately cover all areas of the program?
	YES
	NO
	NOB
	N/A

	3
	Are warning signs posted on aircraft undergoing major repair or with components removed?
	YES
	NO
	NOB
	N/A

	4
	Are aircraft on jacks, with open fuel cells or being spray painted roped off and marked with appropriate hazard signs?
	YES
	NO
	NOB
	N/A

	5
	Does the Maintenance Control status board accurately reflect the status of aircraft undergoing repair?
	YES
	NO
	NOB
	N/A

	6
	Is machinery being serviced, repaired or inoperative have energy circuits (electrical, hydraulic, mechanical or pneumatic) proper disconnected and locked/tagged out?
	YES
	NO
	NOB
	N/A

	7
	Does only the technician performing the maintenance control the lockout devices?
	YES
	NO
	NOB
	N/A

	8
	Can anyone else, such as the supervisor, disconnect the lockout device?
	YES
	NO
	NOB
	N/A

	9
	Is there any alternate power sources connected that could activate the equipment or machinery and cause harm to the technician?  (Explain below)
	YES
	NO
	NOB
	N/A


OVERALL EVALUATION:







      SAT        UNSAT
COMMENTS: _____________________________________________________________________________
