MARINE CORPS DIVING

SCUBA

UPDATED 3/31/2003

********************************************************************************

(C1B0)   ARE THE STRAPS AND BACKPACKS IN GOOD CONDITION AND DO THEY 

         HAVE A QUICK RELEASE FEATURE?                                 

         REF: U.S. NAVY DIVING MANUAL REV 4 VOL 2, PAGE 7-7        

                                                                      C  R  NA

********************************************************************************

(C1B1)   ARE ALL DIVER'S SCUBA REGULATORS OF THE APPROVED TYPE?  ARE COLD 

         WATER CONVERSION KITS INSTALLED WHERE APPLICABLE?             

         REF: NAVSEA LETTER 10560 15 MAY 97, DIVING EQUIP AUTHORIZED FOR 

  NAVY USE

                                                                      C  R  NA

********************************************************************************

(C1B2)   ARE SCUBA BOTTLE MANIFOLDS OF THE APPROVED TYPE?                          

         REF: NAVSEA LETTER 10560 15 MAY 97, DIVING EQUIP AUTHORIZED FOR 

              NAVY USE

                                                                      C  R  NA

********************************************************************************

(C1B3)   ARE DIVER'S LIFE JACKETS APPROVED?                            

         REF: NAVSEA LETTER 10560 15 MAY 97, DIVING EQUIPMENT AUTHORIZED FOR 

              NAVY USE

                                                                      C  R  NA 

********************************************************************************

(C1E0)   IS ALL SCUBA EQUIPMENT COVERED BY PMS?                        

         REF: OPNAVINST 4790.4C, SHIPS MAINTENANCE AND MATERIAL 

              MANAGEMENT MANUAL

                                                                      C  R  NA 

********************************************************************************

(C1F0)   ARE MANUFACTURERS' TECHNICAL MANUALS AVAILABLE FOR ALL SCUBA 

         EQUIPMENT?                                                    

         REF: OPNAVINST 4790.4C, SHIPS MAINTENANCE AND MATERIAL 

  MANAGEMENT MANUAL                                                            

  











C  R  NA

********************************************************************************

(C1G0) DOES A SUPERVISOR PRE-DIVE INSPECTION CHECK-OFF SHEET EXIST 

         FOR SCUBA?                                                    

         REF: REF: USN DIVE MANUAL REV 4 VOL 2 PAGE 7-25

                                                                      C  R  NA 

********************************************************************************

********************************************************************************

 2. MAINTENANCE                             

(C2A0)   IS HYGIENIC MAINTENANCE BEING PERFORMED ON REGULATORS?        

         REF: PMS MIP 5921/19, MRC R-2

                                                                      C  R  NA

(C2B0)   ARE ALL SCUBA BOTTLES WITHIN HYDRO DATE, TESTED AND MARKED?   

         REF: PMS MIP 5921/19 MRC’S 36M-1, 60M-1

                                                                      C  R  NA 

********************************************************************************

(C2B1)   ARE THE SCUBA BOTTLE RESERVE PRESSURE SETTINGS WITHIN THE 

         RECOMMENDED PRESSURE RANGE?  SINGLE MIN-450 PSI DOUBLE 

         MIN-225 PSI                                                   

         REF: PMS MIP 5921/19, MRC 24M-1              

                                                                      C  R  NA 

********************************************************************************

(C2B2)   IS THE PMS BEING PERFORMED ON THE INTERNAL SURFACE OF THE 

         SCUBA BOTTLES?                                                

         REF: U.S. NAVY DIVING MANUAL REV 4 VOL 2, PG 7-6

              PMS MIP 5921/19, MRC A-1R              

                                                                      C  R  NA 

********************************************************************************

(C2C0)   ARE CRITICAL DIVING GAGES CALIBRATED EVERY 18 MONTHS? (I.E. 

         OVER-BOTTOM, SUBMERSIBLE BOTTLE, LIFE PRESERVER RELIEF VALVE 

         TEST AND COMPRESSOR OUTLET (SCUBA CHARGING) GAGES)            

         REF: PMS MIP 5921/32 

                                                                      C  R  NA

********************************************************************************

(C2D0)   IS MAINTENANCE BEING CONDUCTED ON LIFE PRESERVERS/BOUYANCY 

         COMPENSATOR’S?  ENSURE BLACK DIAMOND BC’s CONFORM WITH AIG 02-11.                                                

         REF: APPLICABLE PMS             

                                                                      C  R  NA

********************************************************************************

(C2D1)   ARE LIFE PRESERVER RELIEF VALVES WORKING AND IN GOOD REPAIR?  

         REF: APPLICABLE PMS             

                                                                      C  R  NA 

********************************************************************************

********************************************************************************(C2D2)   DO ALL LIFE PRESERVER CO2 CYLINDERS HAVE THE WEIGHT LEGIBLY 

         MARKED?                                                       

         REF: U.S. NAVY DIVING MANUAL REV 4 VOL 2, PG 7-8 

              APPLICABLE PMS              

                                                                      C  R  NA

********************************************************************************

(C2D3)   IS A GRAM SCALE AVAILABLE FOR WEIGHING CO2 CYLINDERS? SCALE MUST


   BE SET TO ZERO AND COMPARED TO A KNOWN STANDARD (VARIANCE +/- 4 


   GRAMS).                                                    

         REF: PMS 5921/038-21 MRC R-1

                                                                      C  R  NA

********************************************************************************

(C2D4)   IS THE FIRST STAGE OF THE SINGLE HOSE REGULATOR SET AT THE 

         MANUFACTURER'S PSI SETTING OR IS IT PART OF PRE-DIVE CHECK 

         LIST?                                                         

         REF: TECHNICAL MANUAL (MANUFACTURER)

              U. S. NAVY DIVING MANUAL REV 4 VOL 2, PG 7-2

                                                                      C  R  NA

********************************************************************************

(C2D6)   ARE WRIST/CONSOLE DEPTH GAGES COMPARED AND RESULTS RECORDED ON

         EGL'S EVERY 18 MONTHS?                                        

         REF: PMS MIP 5921/32

                                                                      C  R  NA

********************************************************************************

(C2D7)   ARE BUOYANCY COMPENSATOR REFILLABLE BOTTLES HYDROSTATICALLY 

         TESTED? 

         REF: PMS MIP H-12/43, MRC R-3




MIP H-12/144, MRC 60M-3R             

                                                                      C  R  NA 

********************************************************************************

(C2D8)   IS THE RUBBER SLEEVE CHECK VALVE REMOVED FROM THE MK-3 UDT AND

         RFI MODEL 110669 LIFE JACKET?                                 

         REF: NAVSEA 10560 15 MAY 97, DIVING EQUIPMENT AUTHORIZED FOR  

              NAVY USE

                                                                      C  R  NA

********************************************************************************

(C2E0)   ARE STANDBY DIVER REGULATORS EQUIPPED WITH AN OCTOPUS SECOND 

         STAGE?                                                        

         REF: REF: USN DIVING MANUAL REV 4 VOL 2 PAGE 6-35 6-9.8.1

                                                                      C  R  NA

******************************************************************************

   3. PORTABLE AIR COMPRESSORS

(C3A0)   ARE TECH MANUALS AVAILABLE FOR ALL PORTABLE AIR COMPRESSORS?  

         REF: OPNAVINST 5100.19D, NAVAL OCCUPATIONAL SAFETY AND HEALTH

        (NAVOSH) PROGRAM MANUAL FOR FORCES AFLOAT, VOL II, CH-C13         

                                                                      C  R  NA  

********************************************************************************

********************************************************************************

(C3B0)   ARE INTERSTAGE COOLING TUBING AND CRANKCASE FINS CLEAN AND IN 

         GOOD CONDITION?                                               

         REF: APPLICABLE PMS 

                                                                      C  R  NA  

********************************************************************************

(C3C0)   ARE THE COMPRESSOR ROD END BEARINGS AND THRUST RIDER 

         LUBRICATED WITH THE PROPER GREASE? (RIX ONLY)                 

         REF: PMS MIP 5921/37, MRC R-2

                                                                      C  R  NA  

********************************************************************************

(C3D0) ARE COMPRESSOR RELIEF VALVES TESTED AND SET AT REQUIRED PRESSURE EVERY        

       36 MONTHS?          

 REF: APPLICABLE PMS

                                                                      C  R  NA  

********************************************************************************

(C3E0)   IS THE CORRECT COMPRESSOR OIL BEING USED? (1) 2190 TEP FOR 

         NORMAL OPERATION OR 2135TH FOR COLD WEATHER (2) SYNTHETIC 

         BASED OIL THAT IS MANUFACTURER RECOMENDED. IF NOT, DOES THE 

         COMMAND HAVE A WAIVER FROM NAVSEA OR NAVFAC?                  

         REF: U.S. NAVY DIVING MANUAL REV 4 VOL 1, PG 4-11 AND VOL 2 

              PAGE 8-20

                                                                      C  R  NA 

********************************************************************************

(C3F0)   ARE CHARGING WHIPS PROOF TESTED PRIOR TO INITIAL INSTALLATION?

         ARE RUBBER CHARGING WHIPS REPLACED AT 12 YEARS?                

         REF: PMS MIP 5921/33, MRC A-1R, R-6                                  

                                                                      C  R  NA

********************************************************************************

(C3F1)   ARE THE CHARGING WHIPS SECURED TO PREVENT WHIPPING?           

         REF: REF: USN DIVING MANUAL REV 4 VOLUME 2 PAGE 7-18

                                                                      C  R  NA

********************************************************************************

(C3G0)   ARE THE PROPER PULLEY/FANGUARDS INSTALLED ON THE AIR COMPRESSOR(S)?

         REF: NAVSEA 10560 15 MAY 97, SECT. 5.2 NOTE 4 

                                                                      C  R  NA

********************************************************************************

   4. INSTALLED CHARGING SYSTEM

(C4A0)   IS THE CORRECT COMPRESSOR OIL BEING USED? (1) 2190 TEP FOR 

         NORMAL OPERATION OR 2135TH FOR COLD WEATHER (2) SYNTHETIC 

         BASED OIL THAT IS MANUFACTURER RECOMMENDED. IF NOT, DOES THE 

         COMMAND HAVE A WAIVER FROM NAVSEA OR NAVFAC?                  

         REF: REF: USN DIVING MANUAL REV 4 CHAPTER 4 PAGE 11 SECTION 

              4-5.3            

                                                                      C  R  NA

********************************************************************************

********************************************************************************

(C4B0)   HAVE ALL RELIEF VALVES BEEN TESTED AND SET AT REQUIRED PRESSURE DURING        

         THE LAST 36 MONTHS? 

   REF: APPLICABLE PMS

                                                                      C  R  NA

********************************************************************************

(C4C0)   HAVE ALL VERTICALLY MOUNTED AIR FLASKS WITH DRYER AND BOTTOM 

         BLOW-DOWN INSTALLED BEEN HYDROSTATICALLY TESTED WITHIN THE 

         PAST 12 YEARS? HORIZONTAL FLASKS AND FLASKS WITHOUT A DRYER IN

         THE PAST 6 YEARS? ARE DOT 3A OR 3AA INDUSTRIAL GAS CYLINDERS 

         TESTED EVERY 5 YEARS? KEVLAR WRAPPED GAS FLASKS EVERY 3 YEARS?

         REF: PMS MIP 5921/34, MRC’S R-2, 36M-3, 60M-4R, 72M-1, 144M-1

                                                                      C  R  NA 

********************************************************************************

(C4C1)   HAVE ALL APPLICABLE HIGH PRESSURE MOISTURE SEPARATORS AND 

         FILTER HOUSINGS BEEN INSPECTED AND RE-CERTIFIED WITHIN THE PAST  

         7 YEARS?                                                        

         REF: PMS MIP 5921/34, MRC’S 84M-1, 84M-2 OR APPLICABLE PMS

                                                                      C  R  NA

********************************************************************************

(C4C2)   HAVE ALL AIR FLASKS AND CYLINDERS BEEN VISUALLY 

         INSPECTED IN THE PAST 12 MONTHS?                        

         REF: PMS MIP 5921/34, MRC A-1R, A-2R

                                                                      C  R  NA 

********************************************************************************

(C4C4)   ARE THE AIR FILTERS APPROVED AND OF THE PROPER WORKING 

         PRESSURE?                                                     

         REF: NAVSEA 10560 15 MAY 97, DIVING EQUIPMENT AUTHORIZED FOR 

              NAVY USE

                                                                      C  R  NA

  *******************************************************************************

(C4E0)   ARE CHARGING WHIPS SECURED TO PREVENT WHIPPING?               

         REF: REF: USN DIVING MANUAL REV 4 VOL 2 PAGE 7-18              

                                                                      C  R  NA

  *******************************************************************************

(C4E1)   ARE CHARGING WHIPS PROOF TESTED PRIOR TO INITIAL INSTALLATION?

         ARE RUBBER CHARGING WHIPS REPLACED AT 12 YEARS?               

         REF: PMS MIP 5921/33, MRC A-1R

                                                                      C  R  NA 

********************************************************************************

(C4F0)   IS THE COMPRESSOR INTAKE LOCATED SO THAT THERE IS NO DANGER OF

         TAKING IN EXHAUST FUMES FROM THE ENGINE, STACK GAS OR OTHER 

         CONTAMINATED AIR FROM LOCAL SOURCES?                          

         REF: U.S. NAVY DIVING MANUAL VOL 2, PG 7-20

                                                                      C  R  NA 

********************************************************************************

MARINE CORPS DIVING 

 SCUBA

COMMAND NAME: ________________________________

LOCATION:     ________________________________
UIC:          ________________________________   

DATE:         ________________________________

SURVEYOR(S):  ________________________________
NO. COMPLETE: ______ NO. REQ ACTION: _______ NOT APPLICABLE: _______
	Q#
	QUESTION
	RESULT
	Q#
	QUESTION
	RESULT

	1
	6SCC1B0
	C  R  NA
	22
	6SCC3A0
	C  R  NA

	2
	6SCC1B1
	C  R  NA
	23
	6SCC3B0
	C  R  NA

	3
	6SCC1B2
	C  R  NA
	24
	6SCC3C0
	C  R  NA

	4
	6SCC1B3
	C  R  NA
	25
	6SCC3D0
	C  R  NA

	5
	6SCC1E0
	C  R  NA
	26
	6SCC3E0
	C  R  NA

	6
	6SCC1F0
	C  R  NA
	27
	6SCC3F0
	C  R  NA

	7
	6SCC1G0
	C  R  NA
	28
	6SCC3F1
	C  R  NA

	8
	6SCC2A0
	C  R  NA
	29
	6SCC3G0
	C  R  NA

	9
	6SCC2B0
	C  R  NA
	30
	6SCC4A0
	C  R  NA

	10
	6SCC2B1
	C  R  NA
	31
	6SCC4B0
	C  R  NA

	11
	6SCC2B2
	C  R  NA
	32
	6SCC4C0
	C  R  NA

	12
	6SCC2C0
	C  R  NA
	33
	6SCC4C1
	C  R  NA

	13
	6SCC2D0
	C  R  NA
	34
	6SCC4C2
	C  R  NA

	14
	6SCC2D1
	C  R  NA
	35
	6SCC4C4
	C  R  NA

	15
	6SCC2D2
	C  R  NA
	36
	6SCC4E0
	C  R  NA

	16
	6SCC2D3
	C  R  NA
	37
	6SCC4E1
	C  R  NA

	17
	6SCC2D4
	C  R  NA
	38
	6SCC4F0
	C  R  NA

	18
	6SCC2D6
	C  R  NA
	
	
	

	19
	6SCC2D7
	C  R  NA
	
	
	

	20
	6SCC2D8
	C  R  NA
	
	
	

	21
	6SCC2E0
	C  R  NA
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