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References:  (a) Naval Ship’s Technical Manual

Maintenance Man                 __________________________

Supervisor                      __________________________

_______One qualified rigger present for entire rigging evolution.

_______All rigging equipment (chainfalls, shackles, beam 

       clamps, straps, webbing, eyebolts etc.) weight tested 

       within required periodicity.

_______All rigging equipment visually inspected prior to use for 

       cracks, distortion, or missing parts.

_______The weight of the equipment being rigged verified via a 

       shop manual or an attached label plate.

_______Rigging equipment rated to support the load.

_______Account for rigging angles, and the actual strain on the 

       rigging equipment which multiplies the higher you raise 

       the load off the deck.

_______If using webbing, tie a square knot, followed by two half 

       hitches to prevent the knot from slipping.

_______Take into account that knots in webbing reduces working 

       strength by 50%.

_______When yard & staying, use a shackle in the eyebolt to 

       distribute the strain from the chainfalls.

_______Personal protective equipment worn by all riggers (i.e. 

       steel toed boots, hard hats, and gloves).

_______All interferences removed to assure minimal complications 

       while rigging?

_______Object to be rigged completely free and ready.  Power 

       secured and tagged out.

_______Conduct pre-evolution safety briefing.

_______Lead rigger identified._________________________ 
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